






















Meteorological Satellite Center, JMA, 
2




Himawari-8 carries the Advanced Himawari Imager (AHI) which has 16 bands in the visible, near-infrared and infrared bands 
(Bessho et al., 2016). In particular, near-infrared bands are known as useful tools to detect snow and ice area. These bands are 
used for snow and ice detection as a part of Himawari-8 Cloud Mask Product (CMP) that has been in operation since 7 July 
2015(Imai and Yoshida, 2016). We developed a new algorithm of snow/ice detection algorithm and then applied it to AHI. Our 
new algorithm uses NDVI parameter for adjustment of threshold. It contributes that snow detection in the forest floor area. The 
snow/ice detection area derived from AHI is compared with AMeDAS and MODIS/Aqua snow cover product data. The result 
showed that improved snow detection algorithm derives snow detection area better than operational snow detection product for 
CMP. 
 
気象庁が運用しているひまわり 8号に搭載されている Advanced Himawari Imager(AHI)は可視・近赤外・赤外の
波長域において合計 16バンドの波長帯を観測可能であり、従来のイメージャと比較してバンド数が大幅に拡充さ
れている(Bessho et al., 2016)。AHI で拡張されたバンドの中でも、特に近赤外のバンドは雪氷域観測において有用
なことがよく知られている。気象衛星センターでは、これらのバンドを活用したアルゴリズムで雲マスクプロダ
クトの一部として雪氷域の検出を行っている(Imai and Yoshida, 2016)。 
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